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Remember that guidance lines are only available for Drains and Levees.

Should you wish to export guidance lines from T3RRA software for use with AutoTrac™ be sure to follow the following steps to be sure

that the process is successful.

Exporting begins by pressing the export button next to the information that you want to export that appears once that data is present at

the bottom on the ‘Design” home screen.

W= 8
b [ F N -
New proj. | Load proj. | Save proj.| Records | Full Scrn | Day/Night| - Settings Manual
& craedesion
. ) - —
4 N A W S
Best fit Multi-fit Smooth Offset Levees
= z ;. =
& <& & <
Oran Ao patiem Vsl
Desgn o Drans
W/ A designsurtace exists | ) Reset design | " Drainsexst o No levees exist
( oW E Fpy
I 9 i | Gi -4
intro. | Collect | Surface: Export | Apply

8 a ‘ & L2 a g o
S i & =
Report Bxit ‘ New proj. ‘Load proj. | Save proj. | Records || Full Scrn | Day/Night ‘ Settings Manual | Report Exit
Export Type Export Details
2G9S Export John Deere Display Curves (RCD)
Desc
csv
sV Grid
DXF 30 Faces (Mes
||| Display [Gs3.
DX Points and linework | ———
Export As |Adaptive Curve (allin one)
) ] =
Field Level Il FMX BC""“ [iohn Doe (s
Field Level Il TWX @flFarm [Test form B
Field Level Il XML TMFietd | central Feta (e
John Deere Display Curves (RCD) @ Profile  File name herd
John Deere Operations Center: Boundaries € B txport

John Deere Operations Center: Curves (RCD) &%

I Intro. I

How to export guidance lines from T3RRA

1. A window should appear similar to the image to the right when you select ‘Export’

2. Select curve type.

3. Set the display to the model number of the John Deere display you will be using.

4. Input project information into client, farm, field and profile.

9. Press “Save” and a file with your guidance lines will be saved in the set location.
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6. Press “Upload” and a file will be uploaded to JDOC where it can be assigned to equipment.
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How to transfer guidance lines to a John Deere display
(Instructions given are for the GS3 2630 Display, steps for other displays may vary: refer to the appropriate display manual)

1. Insert USB with guidance lines saved on it into John Deere Greenstar display. (The display will automatically detect the USB and
display the available options.)

2. Select “Import Guidance Lines” which should be the bottom option.
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4. On this screen select which client, farm, field and tracking option of the file you want to import and press “Accept”. (The
tracking option should be set to adaptive curves.
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5. Make sure the correct line/s you want to import are ticked and press “Accept’”.

Import Guidance Lines
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6. A loading bar should appear, if everything has been successful the Data Transfer Complete screen should appear and you will be

able to press “Accept’.
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1. Your guidance lines have been imported to your John Deere Greenstar display and are now ready to be used with Autotrac™.
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